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EURESYS s.a. shall retain all property rights, title and interest of the documentation of the hardware and the
software, and of the trademarks of EURESYS s.a.

All the names of companies and products mentioned in the documentation may be the trademarks of their
respective owners. d

The licensing, use, leasing, loaning, translation, reproduction, copying or modification of the hardware or the
software, brands or documentation of EURESYS s.a. contained in this book, is not allowed without prior notice.

EURESYS s.a. may modify the product specification or change the information given in this documentation at any
time, at its discretion, and without prior notice.

EURESYS s.a. shall not be liable for any loss of or damage to revenues, profits, goodwill, data, information systems = f— ™
or other special, incidental, indirect, consequential or punitive damages of any kind arising in connection with the : :

use of the hardware or the software of EURESYS s.a. or resulting of omissions or errors in this documentation. Excellence in vision
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Configurations

Progressive Area-Scan, Asynchronous Reset, Grabber

1600c_P34RG.cam
— controls exposure.

1600c_P34SC.cam Progressive Area-Scan, Free-Run Scanning.
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Connection Information

Power Supply Connector Pin-out

Power Supply (+12)
Power retum (G NDY

Fawer Supple connector
Camera outskie view

Valid for all configurations
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Camera Setup

To install the 1600c camera-control software:
Insert the installation diskette into the floppy drive of the P
Copy the "A:\Contro\Windows" directory contents to the h

To invoke the 1600c camera-control software:

Run the "A1000-series.exe"

Select the adequate COM port

Choose the appropriate configuration for the application

Valid for configuration P34SC

Mode

Mirror

Digital resolution out
Frame period
Integration time
Gain

P1 vertical offset 0

P2 image size

P3 vertical binning

£ Adimec-1600c/D
File About

User settings | Calor settings I User storage

(

i~ Digital resolution——
& 12bit LOAD | SAVE |
 10bit
=" Sbitl LOAD Factory defaults |
Mode —Dption

& Continuous
" Contral

I Mimrar ¥ CC1 polarity
Frame Period |+ | = 23260 ms
Integration time |4 | | ol 29260 ms
Gain ]| 2l 1ok
~Image Format
Vertical offset [+ | I | 1]
Vertical size |« | _Iel [ 1200
Wertical offset
OM LINE | COM 3 |Adimec-1BDDc£D SAMN:A17073 155:1.0P

B

C
ard disk

Continuous

As required by application
12 bits

29.260 ms (or higher)

As required by application
As required by application
0

1200

Not checked
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Valid for configuration P34RG

Mode

Mirror

Digital resolution out
Frame period
Integration time
Gain

P1 vertical offset 0

P2 image size

P3 vertical binning

25E Adimec-1600c/D
File About

Color settings i User storage
~Digital resolution———
& 12 bit LO&AD | SaVE I
10 bit
o bitl LOAD Factory defaults
i Mode —_D;:ution
7 Confinuous [ Testpattem ‘
{+ Contral
I Mirmar ¥ CC1 polarity
Frarne Period | 4 | = | 29260 ms
Integration time | + | 1= || 29260 ms
Gain [«]_| [ 1ok
~Image Format
Vertical offset |+ | ] | 0
ertical size | 4] | [ 1200
OM LINE | COM 3 |Adimec-1 E00c/D S/M:417073 155:1.0P

Control

As required by application
12 bits

Irrelevant

Irrelevant

As required by application
0

1200

Not checked
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