
EURESYS s.a. shall retain all property rights, title and interest of the documentation of the hardware and the
software, and of the trademarks of EURESYS s.a.

All the names of companies and products mentioned in the documentation may be the trademarks of their
respective owners.

The licensing, use, leasing, loaning, translation, reproduction, copying or modification of the hardware or the
software, brands or documentation of EURESYS s.a. contained in this book, is not allowed without prior notice.

EURESYS s.a. may modify the product specification or change the information given in this documentation at any
time, at its discretion, and without prior notice.

EURESYS s.a. shall not be liable for any loss of or damage to revenues, profits, goodwill, data, information systems
or other special, incidental, indirect, consequential or punitive damages of any kind arising in connection with the
use of the hardware or the software of EURESYS s.a. or resulting of omissions or errors in this documentation.

ADIMEC OPAL-4000c

Main characteristics.................................................................................................................................................. 2

Configurations........................................................................................................................................................... 3

Camera Setup.............................................................................................................................................................4



ADIMEC OPAL-4000c

© EURESYS s.a. 2012 (last revision: 7/31/2012) 2

Main characteristics

Sensor Area-scan, color

Scanning method PROGRESSIVE

Image size 2336 (H) x 1752 (V) Pixels

Frame rate Up to 33 frames per second

Tap configuration BASE_2T8

Last update 31 Jul 2012
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Configurations

Configuration CAM file Description

P33RG OPAL-4000c_P33RG.cam
Progressive Area-Scan, Asynchronous Reset, Grabber
controls exposure.

P33SC OPAL-4000c_P33SC.cam Progressive Area-Scan, Free-Run Scanning.
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Camera Setup

Install the Windows control application compatible with the OPAL camera.

To invoke the configuration tool software:

Run the control application

The frame grabber and the camera is detected automatically.

Select the camera to access to the configuration tools.

Choose the appropriate configuration according to the selected cam files:

Valid for configuration P33SC

Control Setting

User Settings tab: Mode Continuous

User Settings tab:Digital resolution 8 bits

User Settings tab: Integration Time As requested by the application

User Settings tab: Frame Period As requested by the application

Valid for configuration P33RG

Control Setting

User Settings tab: Mode Control

User Settings tab:Digital resolution 8 bits

Camera Control tab: Exposure select CC1

Camera Control tab: Exposure event Start rising,stop falling edge

For further information concerning the camera configuration, please refer to the camera user manual
provided by the manufacturer.
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